
Floor graphics are graphic images printed on self-adhesive materials that
are then applied to indoor and outdoor floor surfaces – including carpet.
This high-value application is a proven tactic to grab attention for sales,
directions, and communication. Lamination is required for floor graphics
- not just for durability - but to provide a non-slip surface. Depending on
how long you want the graphic to last determines what type of selfadhe-
sive vinyl and lamination that is used.

Brief

Say YES to:Floor graphics!

Snapshot process

Materials needed

Design your floor graphic file with the free HP Signage Suite web-based tool.
Print the graphic on a HP Latex Printer – the print comes out dry and ready 
for lamination!
Use a cold lamination process to apply the non-slip over-laminate.
Often floor graphic designs have a shape so using a software program like 
SAI FlexiPrint is required to build in a contour cut line used by the contour 
cutter to cut out the shape.
Load the printed graphic into a large format contour cutter and cut it out.
Remove the backing from the printed graphic and apply.

•
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•
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HP Latex Printer
Contour cutter (like HP, Summa, Graphtec)
Cold laminating machine
Self-adhesive vinyl material
Anti-slip overlaminate material
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Certified brands

Detailed process
Design your floor graphic file with the free HP Signage Suite web-based tool.
Select the size of the decal, design the image and do the final check.
Your file will be saved as a PDF.
Drag and drop your PDF file into SAi Editor (RIP Editor included in the HP Latex Print 
and Cut solution) to add cut lines.
Easily add the cut lines in the RIP Editor.
Click “RIP and Print” icon.
Select the image size and number of copies from the SAi RIP, as well as cutting 
parameters.
Make sure you have loaded a roll of substrate into the printer, and that you have 
selected the correct  media profile.
Send the file to print. The image will be printed with the HP barcode used by the 
cutter.
Use a cold lamination process to apply the non-slip over-laminate.
Load the print into the HP Latex Cutter and read the HP barcode.
Unload the sheet/roll of substrate from the printer and load it into the HP Latex 
Cutter.
Select the barcode icon from the cutter, the HP Latex Cutter will automatically read 
the barcode and then take the cutting information from the RIP!
Remove the backing (liner) from the floor graphic.
Apply the graphic to the floor.

Self-adhesive vinyl brands: 
Mactac Imagin JI 5822P for indoor floor 
graphics, and Mactac StreetRap with 
stronger adhesives for outdoors, 
3M: 48C-20, Continental Grafix AG: 
Walk&Wall, Drytac: SpotOn Floor 200

Anti-slip overlaminate brands: 
Mactac Permaflex 6400 for indoor, 
Mactac StreetLam with rougher surface 
for outdoors, 
Kernow Coatings: KernowJet FloorShark

© Copyright 2018 Hewlett-Packard Development Company, L.P. The information contained herein is subject to change without notice. The only warranties 
for HP products and services are set forth in the express warranty statements accompanying such products and services. Nothing herein should be 
construed as constituting an additional warranty. HP shall not be liable for technical or editorial errors or omissions contained herein.

February 2018

Additional resources on You Tube:

“HP Latex: Outdoor Foil Film” – 
media review by Timothy Mitchell
“The Applications Studio by HP 
Latex: Floor Graphics” - step by 
step video by Roman Barba

Media profiles/information:  www.printos.com/ml/#/medialocator 
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